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Product Information

Usage classification   EN ISO 10874
  EN 685 A 21

Wear layer   EN ISO 24340
  EN 429 = 0,15 mm

Total thickness   EN ISO 24346
  EN 428 1 1,30 mm

Total weight   EN ISO 23997
  EN 430 . 1180 gr/m2

Standard widths   EN ISO 24341
  EN 426 , 2 - 3 - 4 m

Standard length   EN ISO 24341
  EN 426 9 15 - 40 m

Technical Information

Light stability   EN ISO 105 B02 p ≥ 6 - 7

Dimensional Stability   EN ISO 23999
  EN 434 2 ≤ 0,40 %

Underfloor heating   EN 12667 e Suitable

Residual Indentation   EN ISO 24343-2
  EN 433 3 ≤ 0,35 mm

Impact sound   EN ISO 717/2 s ∆ Lw 10 dB

Reaction to fire   EN 13501-1 R Bfl/S1

Dynamic coefficient of 
friction   EN 13893 Z > 0,6

E N  1 4 0 4 1 : 2 0 0 4
6 4 1 - C C 0 0 1 3 - 1

Expanded (cushioned) 
poly vinyl  chlor ide 

f loorcover ings

 ZR ><

E N  I S O  2 6 9 8 6  /  E N  6 5 3
U

Juteks d.o.o. producer
of �oorcoverings

Emissions tested in accordance 
with DIBt-principles

Z - 156.603 - 838


